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DS-3E0105P-E

Switch PoE 4-ports 100Mbps No ad

Vision General

DS-3E0105P-E es un conmutador no
administrado de 4 puertos de 10/100 Mbps que
no requiere configuracion y proporciona 4 puertos
PoE (Power over Ethernet). Puede detectar y
suministrar energia automaticamente con todos
los dispositivos alimentados (PD) que cumplen
con IEEE802.3af / at. En esta situacion, la
energia eléctrica se transmite junto con los datos
en un solo cable, lo que le permite expandir su
red hacia donde no haya lineas eléctricas o
enchufes, donde desee instalar dispositivos como
camaras IP o teléfonos IP, etc.
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Caracteristicas

® |EEE 802.3at and IEEE 802.3af compatible con VISION e e et v v
Power over Ethernet (PoE) alimentacion a travez =9 - ﬁ@ﬁ@ !

roeunc @)

de ethernet

® 4 x 10/100Mbps Auto-MDIX PoE ports

® Proporciona hasta 30 vatios por puerto PoE
® PoE power budget 58W

@® 4 kV proteccion contra sobretensiones por NEk DlcsChlRtC
puerto PoE 1 PWR
® Soporta control de flujo EEE 802.3x 2 POE-MAX
® [nstalacion Plug-and-play 3 EXTEND
® 1 Gbps switching fabric 4 LINK/ACT
® 448 Kbits RAM Data Buffer 5 POE STATUS
® 1K MAC address entries 6 PoE PORT
® Construido en metal robusto = UPLINK
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DS-3E0105P-E
4-ports 100Mbps Unmanaged PoE Switch

Especificaciones

Model | DS-3E0105P-E

Ports

Network Ports 5

PoE Port 4, 10/100Mbps RJ45 ports
Uplink Port 1, 100M Ethernet Port
Standard

Network Protocol | IEEE802.3,802.3u,802.3%, 802.3af, 802.3at
Performance

Switching Capacity 1Gbps

Max. Forwarding Rate 0.74Mpps

High Priority Ports Port 1

Forwarding Mode Store-and-forward

MAC Address Table 1k

Flow Control IEEE802.3x full duplex
Power Over Ethernet

PoE Standard IEEE802.3af, IEEE802.3at

PoE Power Budget

58W

Working Mode

Extend On:250m,10M,CAT 5e

Extend Off:100m

General

Power Supply 51V DC, 1.25A
Power Consumption <63W

Surge Protection 4KV

Working Temperature

Temperature: 0°C-40°C

Working Humidity

Humidity: 10%-90% , non-condensing

Storage Temperature

Temperature: -40°C-70°C

Storage Humidity

Humidity: 5%-90% , non-condensing

Weight

0.299kg

Dimension

132 mm* 93.3mm * 27.6mm
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