
Active Defense

Audio bidireccional. Distancia 
de recogida hasta 5 metros.

Cámara día / noche real con 
cambio automático. Visión 
nocturna por infrarrojos hasta 
30 metros.

720p/1080p

Supports 2.4GHz Wi-Fi 
(IEEE802.11b, 802.11g, 802.11n)

Admite ranura para tarjeta 
MicroSD de hasta 256 GB

IIP66 resistente al 
agua y al polvo

C3W (ezGuard)
Sonido y luz, protección dual
Una cámara Wi-Fi HD / Full HD con defensa activa, audio bidireccional y un

diseño duradero para protección en todo clima.

Características clave



Alarmas activas de luz y sonido para una defensa mejorada

Al detectar una actividad sospechosa, el C3W (ezGuard) activa una 
sirena de altavoz y una luz estroboscópica para ahuyentar a los intrusos.

La cámara viene con un micrófono incorporado y un altavoz de calidad 
HiFi, lo que permite el audio bidireccional a través de la cámara y su 
teléfono o tableta.

Audio Bidireccional



Con un diseño resistente a la intemperie con clasificación IP66, el C3W 
(ezGuard) es un protector confiable y duradero que puede protegerlo en todo 
tipo de clima: lluvia, sol o incluso nieve.

Seguridad para todas las estaciones

Está equipado con potentes antenas Wi-Fi externas duales, para transmisión de largo 
alcance con fuertes capacidades de penetración y antiinterferencias.

Potentes antenas externas duales



Giratoria y base 360

Con un giro de 360 ​​° y una base, el C3W (ezGuard) es ideal para 
instalaciones tanto en el techo como en la pared.

TEl C3W (ezGuard) observa el movimiento.
Tomará una foto y enviará alertas a su teléfono inteligente cuando detecte 
movimientos.

Alertas instantáneas (se requiere activación manual)

30m  vision nocturna

La integración de una iluminación infrarroja eficiente, un panel 
antirreflejos y un filtro infrarrojo ICR permite una excelente visión 
nocturna hasta 30 metros.



General

Power Supply
Power Consumption

IR Range
Product Dimensions

Weight

DC 12V±10%
Max. 6W

MAX. 30meters
150.44 mm  x  85.80 mm  x  71.64 mm

326g
Packaging Dimensions 252 mm  x  110 mm  x  92 mm

2.8mm@ F2.2: Horizontal angle: 103°/92°
Diagonal angle: 118°/108°

4mm@ F2.0: Horizontal angle: 87°/72°
Diagonal angle: 104°/86°

6mm@ F2.0: Horizontal angle: 54°/36°
Diagonal angle: 62°/42°

Camera

Image Sensor 1/2.7” Progressive Scan CMOS/ 
1/4“Progressive Scan CMOS”

Shutter Speed Self-adaptive shutter

Minimum illumination 0.02 lux @(F2.0, AGC ON), 0 lux with IR

Lens

Lens Mount M12

Day & Night IR-cut filter

DNR 3D DNR

WDR Digital WDR

Compression

Video Compression H.264

H.264 Type Main Profile

Video Bit Rate HD; Standard; Basic; Adaptive bit rate

Image

Max. Resolution 1920×1080 / 1280×720

SupportBLC

Specifications Model CS-CV310-A0-1B2WFR/CS -CV310-A0-3B1WFR

Storage

Smart Alarm

Wi-Fi Pairing

Protocol

Interface Protocol

General Features Anti-Flicker, Dual-Stream, Heartbeat Messages, Mirror 
Image, Password Protection, Watermark

EZVIZ Cloud proprietary protocol

EZVIZ Cloud proprietary protocol

AP paring

Intelligent motion detection

Supports MicroSD card (max. 256GB)

Network

Minimum Network
Requirements

2Mbps

Communication Interface RJ45 10M/100M self-adaptive Ethernet port*1

IP Grade IP66

Wi-Fi

Standard IEEE802.11 b/g/n

Frequency Range 2.4GHz ~ 2.4835 GHz
Channel Bandwidth Supports 20MHz

Security 64/128-bit WEP, WPA/WPA2, WPA-PSK/WPA2-PSK
Transmission Rate 11b: 11Mbps, 11g: 54Mbps, 11n: 150Mbps



Package Contents: Requirements
- C3W (ezGuard) X 1

- Power Adapter with 1.5 Meters Power Cable X 1

- Mounting Template X 1

- Screw Kit X 1

- Waterproof Kit X 1

- Quick Start Guide X

- Operating Conditions: -30°C ~ 60°C, Humidity 95% or less (non-condensing)

Certificates
FCC / UL / IC / NOM / CE / RoHS / WEEE / REACH

Specifications are subject to change without notice. EZVIZ is a registered trademark of Hangzhou EZVIZ Network Co., Ltd.
Other brands and product names are trademarks or registered trademarks of their respective holders.

https://www.ezvizlife.com/




